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Ethernet Switch

SYMPL Core S

Cable B

Cable A

To other distributor chain

3PIN Female Field 
Installable Connector 
(AM461770055)

RJ45 Male Connector
Housing IP67
(AA556100155)

Use the provided end cap for 
the data out port on the final 
PXL Distributor Pro.

Cable C

Last dot of string

Last dot of string

Outdoor cable specification:
CAT-5e UTP/FTP
PVC jacket; UV resistant
Outer diameter 6mm/0.24”
Filled type
(Warranty will be void if cables 
outside of this specification are
used.） 

Mains AC ~

Last dot of string

    e:net 
connection

e:net connection

Max. number of Pixel Distributor in a daisy chain: 10

SELF-LOCK LEAD CABLE 3.5m
(AM461760055)
Max. length from Pixel Distributor 
to first Dot: 5m/16.4’

Cable A

Cable B

TX CONNECT Data Indoor/
Outdoor Bridge Cable, 5m16.4ft
(AA508850055)
Max. length: 50m/164.04’

TX CONNECT Data Outdoor 
Cable, 3m/9.84ft (AA438810055), 
or 0.6m/1.97ft (AA664580055)
Max. length between Pixel 
Distributors: 50m/164.04’

Cable C

 

CAUTION:
The total length of the cable between the Pixel Distributor and the first Dot shall not be less than 1.5m/4.9ft.

Max. no. of Dot per string 80

Max. no. of string per PXL Distributor Pro 8 8

Max. no. of channel per string

RGBW: 320
RGB: 240
DW: 160
CW/WW: 80

Max. no. of channel per PXL Distributor Pro 8

RGBW: 2560
RGB: 1920
DW: 1280
CW/WW: 640

Indoor Outdoor

Outdoor power cable options:
SJTW 16AWG x 3C
SJOW 16AWG x 3C
H05RN-F 3 x 1.0mm2
Max. length 30m
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